TP10500

10kVA Silent Diesel Generator

Three Phase Portable Diesel Generator

The TP10500 10kVA Silent Diesel Generator is a reliable

and efficient solution designed for minimal noise operation.
With a robust 10kVA output, it is ideal powering small offices,
construction site offices or small events.

Its silent enclosure ensures reduced sound levels, while

the diesel engine offers fuel efficiency and long runtime.

The generator is easy to operate, features advanced safety
systems, and is build to handle demanding conditions with

durability and reliability.

Standard Features:

Voltage Indicator | AC Output Sockets | AC Circuit Breaker

Oil Alert

Optional Features:

Four Side Wheels | ATS Connection

Rated Output
MAX Output
Rated AC Voltage
Frequency
Engine Speed
Power Factor

DC Output

Phase

Noise Level

Model

Engine Type
Starting System
Combustion System
Continuous Work
Bore* Stroke

Displacement

Model TP10500

KW 9.5

KW 11

\ 220V / 380V
HZ 50HZ
RPM 3000

PF 1

\ 12v/8.3A
HZ 50HZ

dB 75dB

1105F
Single-cylinder, vertical,
4-stroke air-cooled diesel engine
Electric

Direct Injection
12 Hours
105 x 72mm
680cc

Fuel Type

Fuel tank Capacity
Fuel Consumption Rate

Diesel
32L
1L/H

Pinnacle

Power

Lubrication System

Oil Capacity

Type
Phase

L 2L

Alternator

Self-excited, Single alternator

Single phase or Three phase

Lenght
Width

Height
Weight

mm 1120mm
mm 650mm
mm 900mm
Kg 230kg

* Specification subject to change without notice.

* Measurements based on ISO8528- 1.

* All rating at Sea Level, 25°C ambient temperature.
* Our 3000RPM Diesel Generators are not suitable for use with most inverter brands.
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